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INSTALLATION NOTIFICATION 

 

 

 

 

 

 

 

 

 

The installation procedures demonstrated in this manual are recommended methods for the installation of 

the Gerard Classic & NB Tile counter batten and batten roofing system.  They are not the only ways to 

install a Gerard system but are acceptable methods for the standard installation of the Gerard product.  

Contractors and installers should at all times use their professional judgment, and modify and tailor details 

to fit their specific installation and to meet local codes and ordinances.  Due to the fact that Gerard has no 

control over the actual installation of the product, Gerard assumes no liability for incorrect installation of 

its product or any personal injury that may occur while installing such product.  Nor does Gerard express 

nor imply any warraÎÔÙ ÒÅÌÁÔÅÄ ÔÏ ÔÈÅ ÉÎÓÔÁÌÌÁÔÉÏÎ ÏÆ ÔÈÅ ÐÒÏÄÕÃÔȢ 'ÅÒÁÒÄȭÓ ÌÉÁÂÉÌÉÔÙ ×ÉÔÈ ÒÅÇÁÒÄÓ ÔÏ ÔÈÅ 

Gerard product is limited exclusively to its standard written lifetime limited warranty.  Therefore, Gerard 

recommends that only professional roofing contractors, who have completed the Gerard Factory Training 

Program, should install the Gerard roofing system.  Although a contractor has completed the factory 

training course, Gerard does not guarantee the success of the installation. 
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Gerard Tile 

Actual Size=   

Classic  пр ҁέx мр ѹέ 

NB  псέȄ мтέ 

 

Exposure=   

Class по ѹέx мп ѻέ 

NB  пн ҁέȄ мп ѻέ 

 

Weight=  5.83lbs. per panel 

Panels per square (100 sq. ft.) =  

 Class  23.1 pcs 

 NB  23.7 pcs. 

 

Weight per square= 

   132 lbs.  

 

Gerard Mission Cap 

 Actual Size= мр мκпέȄ сέ 

 Exposure= мп мκнϦȄ сέ 

Weight per cap= 1lb.        

                                                                                            

 

 Classic Tile  

The Tile panel is designed to give the look and feel of the traditional Mediteranian tile.  The 

profile gives a modern interpritaiton of a tile appearance and adds strength making it a very 

walkable stone coated steel roof. 
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Parts and Accessories 

 
Stone CƻŀǘŜŘ ±ŀƭƭŜȅ όсέύ 

 

 

 

 
Fascia/Drip Metal (о ѹέ or рέύ 

 

 

 

 
Z-ōŀǊ όоέ ƻǊ рέύ 

  

 
/ƘƛƳƴŜȅ {ŀŘŘƭŜ όмуΦрέȄ мнлέύ 

 

 

 

 
Flat Sheet 

 

мсέȄ мнлέ 
Granule coated on one side 

 
Ridge Vent 

 

 
As provided by Gerard (or similar to оέ Python) 

 
Fasteners 

 

As provided by Gerard 
ҁέ {ǘƛǘŎƘ {ŎǊŜǿs 

2έ tŀƴŜƭ {ŎǊŜǿǎ (non-washer) 
н оκуέ screws (for panels) ŀƴŘ о ѻέ wƛƴƎ {Ƙŀƴƪ 

Nails (for battens) 

 
EZ Vent 
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General Safety Notes: 

The safety tips provided here are for general awareness of the user.  Gerard Roofing Technologies 

assumes no liability or responsibility for incorrect use of the products or any personal injury that may be 

caused as a result of use. 

¶ Select an open area and establish a safe working perimeter to set up tools.  Instruct 

anyone in the vicinity of the safe working area. 

¶ Inspect each tool before each use.  Do not use a tool that is not in good working 

condition.  Regularly maintain tools for best performance. 

¶ Wear personal protective equipment. 

¶ .Ŝ ŀǿŀǊŜ ƻŦ άǇƛƴŎƘ Ǉƻƛƴǘǎέ ŀƴŘ ƪŜŜǇ Ƙands and clothing away from such. 

¶ Use the correct tool for the job. 

Tile Cutter 

This tool is used to cut the panels 

both in length and width.  The legs 

are removable for ease of handling; 

the cutter adjusts for left or right 

handed use.  The blade is reversible 

and able to be sharpened. 

Shake Brake 

The brake can perform multiple 

tasks: 

1. Make half panel bends up 

and down. 

2. Bend full panels across the 

width 

3. Bend flat stock and modify 

existing flashing. 

4. Complete taper bends for 

trimless details. 
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General Information 

Batten Only Install 

When installing a batten only project, all details are the same as 

ŘŜǾŜƭƻǇŜŘ ƘŜǊŜƛƴΣ ǎŀǾŜ ǘƘŜ ǳǎŜ ƻŦ ǘƘŜ ŎƻǳƴǘŜǊ ōŀǘǘŜƴǎ ŀƴŘ мέȄпέ 

framing at the hips, rakes, valleys and ridge are omitted. 

Storage 

Product must be kept covered, well ventilated and dry until 

installed. If the stacked tiles become wet, they should be 

immediately separated and dried. Refer to MCA minimum 

performance guidelines for more detailed standard practice 

information relating to site storage of metal roofing. 

Roof Traffic 

The Batten tiles by Gerard are installed from the ridge down.  

When walking on the installed tiles, walk on the front edge of the 

low sections where the two rows come together and are attached 

to the battens. Avoid stepping on side laps. 

Footwear 

When it is required to walk on the Gerard tiles, rubber soled 

athletic type shoes or similar soft soled footwear is recommended 

to avoid damage to the finished product and to provide grip for 

safety. 

Roof Pitch 

The Gerard tile is designed to be installed from a minimum of 4:12 

pitch up to a vertical face in all climates and down to 3:12 pitch in 

warm weather climates. For slopes under 3:12, the tiles act only 

as a decorative roof covering.  In this type of installation please 

consult our technical department (1-800-237-6637) and the local 

building officials. 

Underlayment 

Underlayment is generally required by most building codes. When 

allowed by the building code, underlayment is not required in re-

roofing over existing composition roofs when the existing roof is 

in acceptable condition to act as the roofs underlayment.  The 

exception to this condition will be in areas of extreme weather 

conditions where the underlayment should be of a type required 

by the local building code and official. 

Galvalume 

The Gerard Stone Coated Steel Roof System is produced 

exclusively from long lasting Galvalume Steel. The Galvalume 

coating will react unfavorably if in direct contact with lead or 

copper in a wet environment. Rain water run-off from copper 

roofs onto a Gerard Roof should be avoided as the run-off can be 

aggressive in nature and may attack the finishes.  Only approved 

fasteners should be used. Please consult the technical department 

for recommendations. 

Pressure Treated Battens 

The use of copper based pressure treated lumber should NOT be 

used when installing Gerard roofing products. The use of such will 

void the lifetime limited warranty offered by Gerard. Any 

questions call our technical department at 1-800-237-6637. 

Use of Fasteners in Saltwater Areas 

All exposed fasteners used for the installation of Gerard Roofing 

products within one mile of non-freshwater properties must be 

stainless steel. 

Severe Weather Conditions 

If the area to which the Gerard panels are to be installed is prone 

to severe ice, snow, water or wind, additional measures may be 

required. Please contact the Gerard technical department for 

more detailed procedures 1-800-237-6637. 

Installation Labor 

A minimum two-man crew is recommended from start to finish. 

This will provide a cost effective, quality installation.  A qualified 

two-man crew is generally able to install a minimum of one 

square (100 sq. ft.) per hour under normal circumstances. 
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Best Installation Sequence  

When installing on a counter batten and batten system: 

1. Begin with code compliant underlayment (minimum #30 felt) 

2. Lƴǎǘŀƭƭ мέȄпέ ŦǊŀƳƛƴƎ ŀƴŘ ŎƻǳƴǘŜǊ ōŀǘǘŜns fastened from the bottom up 

3. Install panel battens from the bottom up 

4. Begin laying panels from the top and work down (Install the first full course of panels 

below the short course at the ridge first) 

5. Lay field panels with the correct offset/stagger to cover major areas of the structure 

quickly (including sub-panel for pipe flashings) 

6. Install the detail panels at hips, rakes, valleys and ridge  

7. Install trim and flashing 

8. Caulk and seal all flashings 

9. Touch-up any areas that may be required 
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Roof Preparation 

*Gerard Classic & NB Tiles can be installed over composition shingle or over solid sheathing 

(solid sheathing will require code approved underlayment). 

1. Re-roof over composition shingles, the procedures are as follows: 

1. Cut back existing shingles flush with the perimeter of the roof. 

2. Remove existing drip edge. 

3. Remove hip and ridge cap. 

4. Dry-in with a ƳƛƴƛƳǳƳ Іол ŦŜƭǘ ǳƴŘŜǊƭŀȅƳŜƴǘ ƛƴ ǇǊƻǇŜǊ άǎƘƛƴƎƭŜέ ƳŜǘƘƻŘ as per 

manufacturer. 

2. New Construction or full Removal of existing roof, procedures as follows: 

1. Remove all existing roofing materials to deck. Ensure deck is to local code. 

2. Install new minimum #30 felt underlayment according to local code 

requirements and manufacturer specifications. 

3. Install valley materials including water barrier underlayment.  

4. Install ice and water shield at all valleys, rakes and eaves. 

 

 

 

 

 

Notes: 

1. Make sure deck attachment is to code but at a 

minimum 8d x 2 оκуέ wƛƴƎ {Ƙŀƴƪ bŀƛƭǎ ǎǇŀŎŜŘ сέ hΦ/Φ 

2. Minimum underlayment should be ASTM D226 

Type II #30 felt fastened according to code. 

3. Where fire barrier is required UL listed fire 

barrier with valid evaluation report is approved when 

installed according to code and ICC report. 

4. Local building codes govern. 
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Counter Batten and Batten Install Detail 

 

Counter Battens and Battens: 

1. [ŀȅ мέȄпέ ŎƻǳƴǘŜǊ ōŀǘǘŜƴǎ ƻǾŜǊ ǊƻƻŦ ǘǊǳǎǎƛƴƎ όaŀȄƛƳǳƳ нпέ hΦ/Φύ bottom of counter 

batten is to be in line with eave fascia 

2. CŀǎǘŜƴ ŎƻǳƴǘŜǊ ōŀǘǘŜƴ ǿƛǘƘ ŦŀǎǘŜƴŜǊ ƻŦ ǎǳŦŦƛŎƛŜƴǘ ƭŜƴƎǘƘ ǘƻ ǇŜƴŜǘǊŀǘŜ ǘǊǳǎǎ ōȅ ƳƛƴΦ мέ 

twelve inches on center 

3. Install first row of battens even with eave and counter batten 

4. CŀǎǘŜƴ ōŀǘǘŜƴǎ ǿƛǘƘ ŦŀǎǘŜƴŜǊ ƻŦ ǎǳŦŦƛŎƛŜƴǘ ƭŜƴƎǘƘ ǘƻ ǇŜƴŜǘǊŀǘŜ ŎƻǳƴǘŜǊ ōŀǘǘŜƴ ōȅ ƳƛƴΦ мέ 

If no counter battens are use, battens must be fastened into the roof trussing with 

penetration of fastener ŀ мέ Ƴƛƴ 

5. Install second row of battens at 13-оκпέ for Classic Tile ŀƴŘ мо тκуέ ŦƻǊ b. Tile 

6. LŦ ŜŀǾŜ ƭƛƴŜ ƛǎ ƛǊǊŜƎǳƭŀǊΣ ǎŜŎƻƴŘ Ǌƻǿ ƻŦ ōŀǘǘŜƴǎ Ŏŀƴ ōŜ ŀŘƧǳǎǘŜŘ ǘƻ ŀƭƭƻǿ ŀƴ ŀǾŜǊŀƎŜ ƻŦ ѹέ 

overhang of bottom panel 

7. All successive battens spaced at 14-3/8έ for Classic and 14-мκпέ ŦƻǊ b. as spaced by the 

Gerard Batten Spacers 

8. Batten ends must end over a counter batten 
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Eave Detail 

 

Rake Trim Detail 

 
At the rake edge: 

1. LƴǎƛŘŜ ŜŘƎŜ ƻŦ ǊŀƪŜ ōŀǘǘŜƴ ǎƘƻǳƭŘ ƳŜŀǎǳǊŜ оέ ŦǊƻƳ ǘƘŜ ǊŀƪŜ ŦŀǎŎƛŀ 

2. Fasten rake batten into battens with nails or screws 

3. Cut Tile panel to the correct length. DO NOT CUT PANEL WITH SAW OR GRINDER 

4. Fold Tile up at the rake batten ƳƛƴƛƳǳƳ м ѹέ 

5. Install Mission Trim or Shake Cap tight to the Tile turn up (for a tighter fit the Trim may 

ōŜ ŦƻǊƳŜŘ ŀǘ ǘƘŜ άƘǳƎƎŜǊέ ōŜƴŘ ǘƻ ǎǉǳŀǊŜ ǘƘŜ ŎŀǇύ 

6. Fasten caps with two fasteners in the rake and one into the rake batten on the top of 

the cap. Fasten panels as required  
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Stone Coated Valley Trim Detail 

 

At the valley intersection: 

1. Frame ǾŀƭƭŜȅ ǿƛǘƘ ǘǿƻ όнύ мέȄпέ ŎƻǳƴǘŜǊ ōŀǘǘŜƴǎ 

2. tƭŀŎŜ нέȄ нέ ƴƻƳƛƴŀƭ ōŀǘǘŜƴǎ ǎǇŀŎŜŘ сέ hΦ/Φ ŎŜƴǘŜǊŜŘ ƛƴ ǾŀƭƭŜȅ ǘǊƻǳƎƘ 

3. Lƴǎǘŀƭƭ сέ ǎǘƻƴŜ ŎƻŀǘŜŘ ǾŀƭƭŜȅ ŦŀǎǘŜƴŜŘ нпέ O.C. on both sides 

4. Measure, cut and form panels to fit valley angle DO NOT CUT PANEL WITH SAW OR 

GRINDER 

5. ¢ǳǊƴ м ѻέ ƻŦ ǇŀƴŜƭ ƛƴǘƻ ǘƘŜ ǾŀƭƭŜȅ Ǉŀƴ 

6. Fasten panels as required (DO NOT fasten in valley trough) 

NOTE: valley can be formed with a closed detail 

7. The same technique is used but with the panel turn downs meeting in the center of the 

valley pan 

NOTE: other valley material is available (see full install manual for details) 
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Hip Trim Detail 

 

At the hip intersection: 

1. Position two (2) ƴƻƳƛƴŀƭ нέȄнέ ōŀǘǘŜƴs centered рέ on the sheeting joint 

2. Fasten battens into horizontal panel battens 

3. Cut Tile panel to match hip angle. DO NOT CUT PANEL WITH SAW OR GRINDER 

4. Bend Tile panel up against hip battens ƳƛƴƛƳǳƳ м ѹέ 

5. Shape and install Mission Trim with two panel screws, one on each side, ƛƴǘƻ ǘƘŜ нέȄнέs 

6. Fasten panels as required  
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Wall Trim Details 

 
At the wall intersection: 

1. Measure, cut and form Tile panel to the correct size.  Bend up a ƳƛƴƛƳǳƳ м ѹέ DO NOT 

CUT PANEL WITH SAW OR GRINDER 

2. Fasten panels as required  

3. Flash panel turn up with Z-bar 

4. Fasten Z-bar with appropriate fasteners ƳŀȄƛƳǳƳ мсέ hΦ/.  

5. Caulk Z-bar with gun grade polyurethane sealant
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Behind Chimney, Skylight, etc.: 

1. Measure, cut and form Tile panel to the correct length. DO NOT CUT PANEL WITH SAW OR 

GRINDER 

2. Fasten panels as required  

3. Flash panel turn up with Z-bar 

4. Fasten Z-bar with appropriate fasteners 

5. Caulk Z-bar with gun grade polyurethane sealant 

6. An overlay of a diverter may be installed to move water farther from corner detail 

 

 

 

 

 


